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Elevation C

The Contractor must check all dimensions on site before

commencing setting out works. Do not proceed in the event of a

discrepancy. Any discrepancies are to be reported immediately.

Do not scale from the prints.

E
l
e
v
a
t
i
o
n
 
B

First Floor Plan

Scale 1:50

Ground Floor Plan

Scale 1:50

Elevation A

Scale 1:100

Elevation B

Scale 1:100

Elevation C

Scale 1:100

Elevation D

Scale 1:100

N
e
w

 
g
r
o
u
n
d
 
f
l
o
o
r
 
e
x
t
e
n
s
i
o
n

New ground floor extension

New extension at first floor
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All new walls to be tied into

existing walls using wall starter kit

fitted in accordance with

manufacturers instructions. Ensure

water tight connection. e.g. create

a continuous cavity and line with

vertical DPC as required.

New porch/boot room
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New porch/boot room

New ff extension
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New porch New porch

New ff extension
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New ground floor extension New ground floor extension

New ff extension
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Dormer roofs

enlarged.

New rooflight over

stairs. To be fitted to

manufacturers

instructions with

flashing kit. Double

trimmers and rafters

to be provided around

rooflights.

Over sailing porch

roof with gallows

brackets

Flashing to new roof

Existing SVP to

penetrate new roof

Existing RWP to outlet

onto roof below

Dotted red line indicates existing flat roof

extension to be demolished.

Existing SVP to remain and be boxed in

and insulated.

Existing wall between bathroom and

utility to demolished and a new wall

constructed to allow enough space for a

bath.

New opening created for bathroom.

New bathroom drainage to be

determined once site conditions have

been exposed.

Existing doorway blocked up and made

good.

New doorway created.

Stairs to be replaced.

New porch / boot room.

New bathroom suite.

New rooflight over stairs.

To be fitted in accordance

with manufacturers

instructions. with double

trimmers and rafters.

Ensure roof light is suitable

for roof pitch. Size TBC.

Bedroom doors to be

relocated further in into

room to avoid vaulted

ceiling fouling door head

when floor level is raised.

Walls cupboard demolished

and doorway blocked up and

made good.

Shower to be relocated once

cupboard is removed.

Water tank to be relocated

or removed if possible. New

location to be determined by

client.

New inner skin of

blockwork to support new

dressing room above

New cupboard.

New opening created to dressing room.

New door to dressing room.

Bedroom floors to bedroom 1 and 2 to be

raised. Existing floor and joists to be

removed and replaced with new at a

higher level to match existing upper level

of landing. Construction to be timber floor

joists on hangers with 22mm chipboard

floor and 12.5mm plasterboard ceiling

below with skim finish. provide 100mm

sound insulation between joist and

herringbone strutting at 2m centres.

Make good walls below to new ceiling level.

Existing SVP to penetrate new extension

roof below.

Provide extract fan to bathroom.

New window.

New window.

All new walls to be tied into

existing walls using wall starter kit

fitted in accordance with

manufacturers instructions. Ensure

water tight connection. e.g. create

a continuous cavity and line with

vertical DPC as required.

Existing leant foundations to be checked

for suitability to carry new structure

above.

Ceiling vaulted to new bedroom.

New specialist opaque glazing to existing

window.

All waste and demolitions to be

carted off site.

Allow for decoration.

Allow new skirtings and architraves

Liquid tanking system to be applied

to internal walls at ground floor level

to a height of 600mm high. DPM to

be lapped up wall and adhered to

tanking.

Allow for replastering throughout

internally. Full details to be

confirmed.

Allow for rewiring throughout.

Allow for replumbing throughout.

Provide new extract fan to shower room.

High tie trusses to be used in dressing

room to provide a vaulted ceiling allowing

for rooflight.

New location where new

stairs land.

SEC A SEC A

SEC B SEC B

Floor level here to be

matched by rest of first

floor.

Line of existing steps

Internal partitions

75 x 50mm timber studs at 600mm

centres  (450mm centres to ensuite)

(horizontal noggins at 1200 centres

vertically) with 12.5mm thick

plasterboard with a density of 10kg/m²

and skim to both faces and min

mineral wool quilt insulation with a

density of 10kg/m³ between (as

shown).

Existing floor to be removed and new

concrete floor with insulation and

screed to be installed.

Wet system under floor heating to be

installed connected to main heating

system.

All work to be carried out out to

current building regulations

New flood door.

New flood door.

Existing pebble dashing to  be

removed and new render system to

be applied. Colour TBC.
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